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F (Marine Engineering) of this chapter
as determined necessary by the cog-
nizant OCMI.

(c) Auxiliary boilers and heating
boilers and their associated piping and
fittings will be given separate consider-
ation and must meet the applicable re-
quirements of subchapter F (Marine
Engineering) of this chapter as deter-
mined mnecessary by the cognizant
OCMI, except that heating boilers must
be tested or examined every three
years.

§182.320 Water heaters.

(a) A water heater must meet the re-
quirements of parts 53 and 63 of this
chapter if rated at not more than 689
kPa (100 psig) and 121 °C (250 °F), except
that an electric water heater is also ac-
ceptable if it:

(1) Has a capacity of not more than
454 liters (120 gallons);

(2) Has a heat input of not more than
58.6 kilowatts (200,000 Btu per hour);

(3) Is listed under UL 174, UL 1453
(both incorporated by reference; see 46
CFR 175.600) or other standard specified
by the Commandant; and

(4) Is protected by a pressure-tem-
perature relief device.

(b) A water heater must meet the re-
quirements of parts 52 and 63 of this
chapter if rated at more than 689 kPa
(100 psig) or 121 °C (250 °F).

(c) A water heater must be installed
and secured from rolling by straps or
other devices to the satisfaction of the
cognizant OCMI.

[CGD 85-080, 61 FR 986, Jan. 10, 1996; 61 FR
205657, May 7, 1996, as amended at 62 FR 51358,
Sept. 30, 1997; USCG-2003-16630, 73 FR 65207,
Oct. 31, 2008]

§182.330 Pressure vessels.

All unfired pressure vessels must be
installed to the satisfaction of the cog-
nizant OCMI. The design, construction,
and original testing of such unfired
pressure vessels must meet the applica-
ble requirements of subchapter F (Ma-
rine Engineering) of this chapter.

§182.410

Subpart D—Specific Machinery
Requirements

§182.400 Applicability.

(a) This subpart applies to all propul-
sion and auxiliary machinery installa-
tions of the internal combustion piston
type.

(b) Requirements of this subpart that
are only applicable to engines that use
gasoline or other fuels having a
flashpoint of 43.3 °C (110 °F) or lower
are specifically designated in each sec-
tion.

(c) Requirements of this subpart that
are only applicable to engines that use
diesel fuel or other fuels having a
flashpoint of more than 43.3 °C (110 °F)
are specifically designated in each sec-
tion.

(d) Where no specific gasoline, diesel,
or other fuel designation exists, the re-
quirements of this subpart are applica-
ble to all types of fuels and machinery.

§182.405 Fuel restrictions.

The use of alternative fuels, other
than diesel fuel or gasoline, as fuel for
an internal combustion engine will be
reviewed on a case-by-case basis by the
Commandant.

[CGD 85-080, 61 FR 986, Jan. 10, 1996, as
amended by CGD 97-057, 62 FR 51050, Sept. 30,
1997]

§182.410 General requirements.

(a) Starting motors, generators, and
any spark producing device must be
mounted as high above the bilges as
practicable. Electrical equipment in
spaces, compartments, or enclosures
that contain machinery powered by, or
fuel tanks for, gasoline or other fuels
having a flashpoint of 43.3 °C (110 °F) or
lower must be explosion-proof, intrinsi-
cally safe, or ignition protected for use
in a gasoline atmosphere as required by
§183.530 of this chapter.

(b) Gauges to indicate engine revolu-
tions per minute (RPM), jacket water
discharge temperature, and lubricating
oil pressure must be provided for all
propulsion engines installed in the ves-
sel. The gauges must be readily visible
at the operating station.

(c) An enclosed space containing ma-
chinery powered by gasoline or other
fuels having a flash point of 43.3 °C (110
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